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Lamp Base Replacement Kit  
Installation Instructions 

 
 

1. Turn off the power. 

2. Remove the power cord and connector cord from the unit. 

3. Remove the lamp/reflector assembly from the mounting stand and place it on a flat surface with the lamp facing up. 

4. Remove the lamp. 

5. Remove the lamp/reflector assembly from the housing by removing the four screws, two on each side, from the reflector. 

6. Remove the two screws, from the side of the unit holding the ignitor in place (locate inside a blue fireproof sleeve) and remove 

sleeve. 

7. Loosen the screws and remove the wires from the ignitor at locations marked N and La. The white Teflon wire at location N will 

have to be clipped from the lamp base wire and re-stripped. 

8. Remove both lamp bases and install the new lamp bases from the Lamp Base Replacement Kit. 

9. Take one of the lamp bases and crimp on a supplied terminal (PN 35202, smaller terminal); this wire will be installed in the La 

location on the ignitor. 

10. The remaining lamp base wire will be tied in with the white Teflon wire and a supplied terminal (PN 35218, larger terminal) 

crimped on. This wire will be installed in the N location on the ignitor. 

11. Place the ignitor back into the blue heat protective sleeve and fasten to the side of the housing using the two screws that had been 

removed in Step #6. 

12. Place the reflector back into the housing and fasten with the four remaining screws. 

13. Exercise lamp base springs with Nylon Rod (PN 38712) included in the kit. 

14. Place the lamp back into the unit. 

 


