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M5 
MOUNTING 
HOLES

AX-550 LED Flood Curing System
DYMAX PART#: 365nm = 43317
                            385nm = 43320
                            405nm = 43323
                            CONTROLLER = 43331
 
VOLTAGE PARAMETERS: 100-240V, 10A, 50-60Hz
MANUFACTURER: DYMAX CORP.
This product complies with the following Directives, legal acts and standards:
EMC Directive (2014/30/EU):                 Low Voltage Directive (2014/35/EU):  
EN61000-6-4:2007+A1:2011                   IEC 61010-1:2010 (3rd Edition) 
EN61000-3-2:2014 Class A                     EN 61010-1:2010 (3rd Edition)
EN61000-3-3:2013                                   IEC 62471-2006(1steDITION)/EN62471 (2008)
EN61000-6-2:2005                                 
EN61000-4-2:2008 ED. 2.0  
EN61000-4-3:2010 ED. 3.2
EN61000-4-4:2012 ED. 3.0  
EN61000-4-5:2014+A1:2017 ED. 3.0  
EN61000-4-6:2013 ED. 4.0  
EN61000-4-8:2009 ED. 2.0
EN61000-4-11:2004+A1:2017 ED. 2.0  

INFORMATION IN THIS DOCUMENT IS CONFIDENTIAL
AND PROPRIETARY TO DYMAX CORPORATION.
COPYING, REPRODUCING OR THE USE OF THIS
INFORMATION FOR ANY PURPOSE OTHER THAN
TO PERFORM WORK FOR DYMAX CORPORATION
WITHOUT THE EXPRESSED WRITTEN PERMISSION
OF DYMAX CORPORATION, IS PROHIBITED AND
UNLAWFUL.

PROPRIETARY AND CONFIDENTIAL

CD-AX 550 AX-550 LED FLOOD CURING 
SYSTEM
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