Quick Start Instructions

Lightguide Stand Assembly Instructions
B - Clamps (3)

C – Equipment Clamps (2)

Thumbscrew

E - Velcro Strip

D- Base

Thumbscrew

A - Rods (3); One has a Set Screw
Figure 1. Lightguide Stand (PN 41325) Disassembled

1. Find a Rod (A) that does not have a set screw. Place it into a Clamp (B) and tighten the Thumbscrew to secure the Rod in
place (Figure 2).
2. Locate the two Equipment Clamps (C) and install a Clamp (B) on each (Figure 3). Tighten the Thumbscrew.
NOTE: If a single-pole Lightguide is being used then only one Equipment Clamp (C) is required.

Figure 2. Install a Clamp on a Rod

Figure 3. Install a Clamp on Each of the Two Equipment Clamps

3. Take the two remaining Rods (A) and tighten them together using the provided set screw (Figure 4).
4. Unscrew the Thumbscrew from the Base (D) (Figure 5).

Figure 4. Connect the Two Remaining Rods

Figure 5. Unscrew the Thumbscrew from the Base

5. Place the Rod from Step 3 into the hole in the Base (D) and retighten the Thumbscrew (Figure 6).
6. At the desired height, install the Rod/Clamp Assembly from Step 1 onto the vertical Rod (Figure 7).

Figure 6. Install the Rod and Tighten the Thumbscrew

Figure 7. Install the Rod and Tighten the Thumbscrew

7. Install the Equipment Clamps from Step 2 onto the Rod at the desired positions (Figure 8).

Figure 8. Install the Equipment Clamps

Figure 9. Assembled Stand

8. Attach the Lightguide to the Stand by clamping the metal part of the Lightguide in the Equipment Clamp (Figure 10). Note the
lightguide placement. Do not overtighten the thumbscrews holding the lightguide.

Table 1. Minimum Bend Radius
Active Core Diameter

Minimum Bend Radius
Liquid

Fiber

3

40

60

5

60

70

8

100

100

Figure 10. Attach the Lightguide to the Stand

Figure 11. Lightguide Attached

9. If necessary, secure the Lightguide Cable(s) to the Rod using a Velcro Strap (E) (Figure 12).

Figure 12. Secure Lightguide to Rod Using Velcro

IMPORTANT!

Figure 13. Assembled Stand

The fittings and base of the stand are made of nylon. Temperatures impinged on the

nylon should not exceed 220°C [430°F]. Exceeding the maximum temperature may cause damage to the stand.
If your application requires the lightguide to be within 2" of the nylon and directly aimed at it, Dymax
recommends you perform the necessary testing to ensure your cure time and intensity do not cause the nylon to
exceed max temperature before setting up your curing process.

Figure 13. Assemblied Stand Used with Two Spot Lamps

© 2014 Dymax Corporation. All rights reserved. All trademarks in this guide, except where noted, are the property of, or used under license by Dymax Corporation, U.S.A.
Please note that most dispensing and curing system applications are unique. Dymax does not warrant the fitness of the product for the intended application. Any warranty applicable to the product, its application and use is strictly limited to that contained in
Dymax’s standard Conditions of Sale. Dymax recommends that any intended application be evaluated and tested by the user to insure that desired performance criteria are satisfied. Dymax is willing to assist users in their performance testing and evaluation by offering
equipment trial rental and leasing programs to assist in such testing and evaluations. Data sheets are available for valve controllers or pressure pots upon request.
QS070 5/12/2014

Dymax Corporation
860.482.1010 | info@dymax.com | www.dymax.com

Dymax Oligomers & Coatings
860.626.7006 | info_oc@dymax.com | www.dymax-oc.com

Dymax Asia (H.K.) Limited
+852.2460.7038 | dymaxasia@dymax.com | www.dymax.com.cn

Dymax Europe GmbH
+49 (0) 611.962.7900 | info_de@dymax.com | www.dymax.de

Dymax UV Adhesives & Equipment (Shanghai) Co. Ltd.
+86.21.37285759 | dymaxasia@dymax.com | www.dymax.com.cn

Dymax Asia Pacific Pte. Ltd.
+65.6752.2887 | info_ap@dymax.com | www.dymax-ap.com

Dymax Engineering Adhesives Ireland Ltd.
+353.1.231 4696 | info_ie@dymax.com | www.dymax.ie

Dymax UV Adhesives & Equipment (Shenzhen) Co. Ltd.
+86.755.83485759 | dymaxasia@dymax.com | www.dymax.com.cn

Dymax Korea LLC
+82.2.784.3434 | info_kr@dymax.com | www.dymax.com/kr

