
 
 
 
 

Quick Start Instructions 

BlueWave® AX-550  

Recipe Storage Upgrade 
 
Recipe storage is a new feature of BlueWave® AX-550 firmware version 2.5. This feature allows the user to save up to 
eight (8) different recipes and recall these recipes when needed. Each recipe is combined with TIME and POWER 
setting. 
 
 

1. The recipe storage feature is available in admin mode only. Refer to the user guide on how to enter admin mode.  
In admin mode, there is an additional folder icon next to lock icon (Figure 1).  
 

2. Turn the rotary push-button to move the highlighted cursor (blue) on to the folder icon. Turning the rotary push-
button back and forth will allow the cursor to scroll through the main interface screen along the path shown by the 
red arrow in Figure 2. 

 
 

 
Figure 1. Admin Mode 

 
Figure 2. Cursor Path 

 
 

3. When the cursor is on top of the folder icon, the lower bar should read "PRESS TO LOAD/SAVE" (Figure 3).  
 
4. Press the rotary push-button when the cursor is on the folder icon. 

 
5. The recipes screen will appear (Figure 4). Eight recipes will be visible with their TIME and POWER parameters. 

 
NOTE: All zeros in initial firmware install. 

 

 

Figure 3. LOAD/SAVE 
 
 

 

Figure 4. Recipes 
 



6. In the recipes screen, rotating the pushbutton will navigate the highlight cursor through the screen along the path 
shown by the red arrows in Figure 5.  The cursor toggles between SAVE, LOAD and BACK (the up arrow). 

 
7. When the cursor is on SAVE, the bottom bar should read "PRESS TO SAVE " (Figure 6). Pressing the rotary push-

button will save the current setting on the main screen into the selected recipe. The Time and Power value on the 
screen will be overwritten to the current setting. 
 

 

 
Figure 5. Navigation 

 
Figure 6. Press to Save 

 

 
8. After pressing SAVE, the "SAVE SUCCESS" screen will show for approximately 1.5 seconds (Figure 7).  
 
9. When the cursor is on LOAD, the bottom bar should read "PRESS TO LOAD" (Figure 8). Pressing the rotary push-

button will load the Time and Power value in the selected recipe to current setting. User can see the Time and 
Power value changed when they return to the main screen. 
 

 

 
Figure 7. Save Success 

 

 
Figure 8. Press to Load 

 
 

10. After pressing LOAD, the “LOAD SUCCESS" screen will show for approximately 1.5 seconds (Figure 9).  
 
11. When the cursor is on BACK, pressing the rotary push button will go back to the recipes screen (Figure 10).                                             
 

 

Figure 9. Load Success 
 

 

Figure 10. Back 
 



 
12. Pressing the rotary push-button again when the cursor is on the BACK button in the recipes screen you will go 

back to the main menu (Figure 11). 
 

 

 
Figure 11. Main Menu (Admin Mode) 
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